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Digital Proportional Radio Control System
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Kanal 1/3 Lenk-Trimmung

3mm rote Signalleuchte

Kanal 7/6 Getriebe-Trimmung

Kanal 7 Schaltgetriebe

Antenne
Kanal 9 Hupe/Scheinwerfer

Kanal 6 Schaltgetriebe

Kanal 2 Vorwarts
Schalter An-/Aus
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Kanal 1/3 Trimmung vorw/riickw.
Kanal 1/3 Riickwarts

Kanal 1/3 Feintrimmung Lenkung
Mischer
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Kanal 9 Rauchschalter

Kanal 9 Beleuchtung Schalter
Kanal 6 Schaltung Schalter

Ladebuchse

P Seiten und Bodenansicht
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Ladebuchse

USB Port
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»——+t——— Akkufachabdeckung

3mm griine Signalleuchte
Kanal 8 AUX/Lautstérke
Motor (AUX) Kanal 9

Antenne | Antenna

Motor (AUX) Kanal 9

Motor (AUX) Kanal 9
Kanal 5

Mischer /Modus

Kanal 4 (Motor)
Gewehrfeuer Kanal 9
Kanal 5

Startknopf Kanal 9

Kanal 1/3 Lenkung Umschalt.
Kanal 2 Gas Umschalter
Schaltgetriebe Schalter

USB Port

Schlisselband-
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Einlegen der Batterien

Die Fernsteuerung benétigt sechs AA Batterien oder 7,4V Lithium Akkus (nicht im Lieferumfang). Wenn die
Spannung unter die Nennspannung fallt, blinkt die Signalleuchte. Bitte legen Sie dann neue Batterien ein.

AA Batterien o C Py S w—o—= =
Entfernen Sie die Batteriefachabdeckung und legen Sie sechs AA Batterien ein. ‘
Achten Sie auf korrekte Polaritat.

Lithium Akku
Wenn Sie einen Lithium Akku als Energiequelle fiir die Fernsteuerung nutzen Eﬂ
mdchten, bendtigen Sie einen Schraubendreher. Offnen Sie die Fernsteuerung und

entfernen Sie den Batteriehalter. Bitte beachten Sie beim AnschlieBen des
Akkus unbedingt auf Polaritat, um Beschadigungen an der Elektronik zu
vermeiden.

Einschalten

1. Prifen Sie den Systemstatus. Stellen Sie sicher, dass die Batterien bzw. der Akku korrekt installiert und der
Empfanger korrekt angeschlossen ist.

2. Schieben Sie den Power-Knopf nach oben.

3. Schalten Sie die Elektronik am Fahrzeug ein.

Ausschalten

1. Schalten Sie zuerst den Empfanger aus bzw. trennen Sie den Akku von der Empfanger-Elektronik. Schieben Sie
anschliefen den Power Schalter nach unten.
2. Schalten Sie niemals zuerst die Fernsteuerung aus. Das Fahrzeug kann dadurch unkontrollierbar werden.

Sender und Empfanger binden

Sender und Empfanger sind bei Auslieferung bereits gebunden. Wenn Sie sie erneut verbinden méchten gehen
Sie folgendermal3en vor.

1. Sender und Empfanger sollten nah bei einander sein.

2. Halten Sie den Startknopf gedriickt und schalten Sie die Fernsteuerung ein.
Halten Sie den Bindeknopf am Empfanger gedriickt und schalten Sie die
Elektronik ein. Lassen Sie den Bindeknopf los. Die LEDs an Sender und
Empfanger horen auf zu blinken. Die Verbindung ist hergestellt.

3. Driicken Sie den Startknopf erneut fiir zwei Sekunden. Nach dem Motor = —— Power
Start, kann das Fahrzeug kontrolliert werden.

_:-:"' Bindeknopf

Ladefunktion

1. Schalten Sie den Sender zuerst aus. Laden Sie den Lithium Akku im Sender tiber die Ladebuchse. Trennen Sie
das Kabel nach dem Laden.

2. Uber den USB-Port haben Sie die Mdglichkeit ein Smartphone etc. zu laden. Die Ausgangsspannung liegt bei
5V und ist daher geeignet fiir handelslibliche Smartphones.



Empfanger Profil
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Pow ist der Power Anschluss des Empfangers. CH1 and CH3 sind zwei
unabhangige Lenkkanale. Beide kénnen als Misch-Steuer-Kanal

verwendet werden.
Kanal 1A | Lenkung Kanal 5 Turm Hoch/Runter
Kanal 1B | Lenkung Kanal 6 Gang 1
Kanal 2 Gas Kanal 7 Gang 2
Kanal 3 Misch Kontrolle Kanal 8 AUX Kanal
Kanal 4 Turm links/rechts | Kanal 9 AUX Kanal

Technische Daten

Kanale: 8 (einstellbar tUiber 4 Kanale / erweiterbar zu 9 Kanale)
Modell Typ Crawler / Rennfahrzeug
HF-Band 2,402-2,455GHz
HF-Leistung < 18dbm

Kanalplatze 66

Kanal Bandbreite 500KHz

2,4GHz System GFSK

Datenauflésung 256
Unterspannungswarnung <6V

DSC Port PS/2 Port
Lademoglichkeit Ja

Antennenlange

26mm Dual Antenne (eingebaut)

Gewicht: 392¢g

Leistung 7,4V Lithium oder 6x 1,5V AA
Reichweite > 100m

Abmessungen 205x183x108mm
Empfanger Abmessungen 36x28,5x13,5mm

Farbe

schwarz




Technische Daten

Lesen Sie diese Anleitung bevor Sie den Sender benutzen.

e Benutzen Sie den Sender nicht in der Nacht, schlechtem Wetter wie Regen oder Gewitter. Es kann zu
Storungen kommen und dadurch zum Kontrollverlust.

e Benutzen Sie den Sender nicht bei schlechter Sicht.

e Benutzen Sie den Sender nicht im Regen oder Schnee. Feuchtigkeit kann zu Schaden an der Elektronik fiihren
was den Kontrollverlust zur Folge haben kann.

o Interferenzen kdnnen zum Kontrollverlust fihren. Um die Sicherheit fiir Sie und andere zu gewahrleisten,
benutzen Sie den Sender nicht an folgenden Platzen.
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Bitte benutzen Sie nicht das Fahrzeug, wenn Sie miide sind, unter Alkoholeinfluss oder Drogen stehen. Dies kann
zu Unfallen fuhren.

Die Reichweite des Senders ist begrenzt. Halten Sie ihr Fahrzeug stehts in Sichtweite.

Knicken Sie niemals die Antenne wahrend der Fahrt. Dies kann zu Funkunterbrechung fiihren was Kontrollverlust
zur Folge haben kann.

Fassen Sie nach der Fahrt nicht an Teile wie Getriebe und Motor. Diese werden sehr heil3. Verbrennungsgefahr.
Falsche Handhabung des Senders kann zu Verletzungen oder dem Tode fliihren. Um die Sicherheit fur sich und
dem Equipment zu gewahrleisten. Befolgen Sie die Anweisungen in dieser Anleitung.

Prifen Sie stets ob die Elektronik im Fahrzeug korrekt installiert ist.

Achten Sie darauf, immer zuerst den Empfanger und dann den Sender auszuschalten.

Priifen Sie vor dem Fahren ob sich alle Motoren in die richtige Richtung drehen.

Wenn Sie fiir die Stromversorgung des Senders einen Lithium Akku verwenden, befolgen Sie die unbedingt die
Sicherheitsanweisungen des Herstellers.



Transmitter overview

p Front view:

3mm Red indicator

CH7 Shift gear

Antenna

= A
CH1/CH3 Steering trimmer

3mm Green indicator

CH7/CH6 Gear trimmer - H— CH8 (Auxiliary channel/Volume control)

H— B Motor(Auxiliary channel) CH9

B, Antenna

| ° . Motor(Auxiliary channel) CH9

CH9 Horn/headlight

CH6 Shift gear

CH2 Forward

Power switch
CH1/CH3 Turn left/turn right

CH1/CH3 Forward/backward trim
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Mix control switch
mode indicator

CH4 (Motor)

CH2 Backward

CH1/CH3 Steering fine tuning
MIX Mixed Control

Functional Switch

CH9 Smoke switch

(Motor unidirectional rotation)

CH9 Lamp group switch

CH6 Shift gear switch
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The sound of artillery
shell and machine gun CH9
CH5

L CH1/CH3 Steering fine tuning
| Start button CH9
TRISPED-16C
i CH1/CH3 Left and right turn switch
E M - CH2 Forward and Backward Switch
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Shift gear switch CH7

Charging port

p Bottom rear and Side Views:
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Charging
port

USB port

Battery cover

USB port
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Basic Operation

P Install the battery L\

® The remote control supports six AA
alkaline batteries or VS lithium
batteries. (Both batteries need to be e ——
purchased separately) When the
voltage is lower than the rated voltage,

©
©

Remove the battery
cover. Load 6x'AA’

V8§ lithium batteries are connected to the remote

the power indicator of the remote TR alkaline batteries. control port (if you want to use lithium batteries as the
controller will flicker. Please replace new m Caution: install batteries power source of the remote control, you need to use a
mm with correct polarity. screwdriver to open the remote control). Note: Positive

batteries or charge them in time. and negative poles should not be interpolated. Only 7.4V

Replace the cover. AG )
lithium battery is supported.

P Power on
1.Check system status. Make sure the battery is
electrified and the receiver is installed correctly.
2.Toggle the power switch to its upward position.

3.Connect the receiver's power supply. | —
P Power off \_____/ H
1.Disconnect the receiver power. Toggle the Power off Power on

transmitter's power switch to its low position.
2.If you turn off the transmitter forcefully, it may lead to unintended operation and cause an accident.

P Bind with receiver
The transmitter and receiver have been pre-bound before delivery. If you need to rebind due to malfunction
or other reasons, folow the steps below to bind:

BIND KEY (D The transmitter and receiver are kept within a certain distance.

(2) Hold start button and turn on transmitter power. Hold down the “BIND KEY” on the
receiver. Turn on the power supply of the receiver, and then release the “BIND KEY".
The indicator lights of transmitter and receiver stop flashing. Now matching is done.

(3 Press the start button again for 2 seconds. After the motor starts or the buzzer drips,

POWER the car can be remotely controlled.

P Charging function
1.Turn off the transmitter first. Charge lithium batteries in the transmitter through Charging port. Disconnect the charger
plug after the charge. (Please use the regular manufacturer's mobile phone charger.)
2. Open the remote control first. VS lithium batteries are connected to corresponding electronic devices. Provide 5V charging
power through USB interface. Disconnect the charger plug after the charge.




Receiver Profile:
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Pow is the power socket of the receiver. CH1 and CH3
are two independent steering channels. Any one can be
used as a mixed control channel.

CHANNEL 5| TURRET UP/DOWN®)
CHANNEL 6 [ GEAR 1@

CHANNEL 1A | STEERINGD
CHANNEL 1B [ STEERING2)
CHANNEL 2 [THROTTLE® CHANNEL 7 | GEAR 2 ®

CHANNEL 3 | MIXED CONTROL@ CHANNEL 8 | AUXILIARY CHANNEL

® AUXILIARY CHANNEL
CHANNEL 4 [TURRET LEFT/RIGHT® | CHANNEL 9 ISOWER SUPPLY

Channels e Solf bperate 1o 9 Shahhala)
Model Type Climbing car / speed car

RF Range 2.402-2.455 GHz

RF power <18dbm

Number of channels 66

Channels Bandwidth 500KHz

2.4Ghz System GFSK

Data Resolution 256

Low Voltage Warbing <6V

DSC port PS/2 Port

Chargeable Yes

Antnna Length 26mm Dual Antenna (in include)
Weight 3929

Power 7.4V SC 1.5AA%6

Control Distance >100M

Size 205x183x108mm

Receiver size 36mm*28.5mm*13.5mm
Appearance color Black

Authentication




Precoutions!

Read the safety messages listed below before operation!

* Do not use the product at night or during bod weather conditions, like rain or thunderstorms. It
can cause erratic operation or loss of control.

¢ Do not use the product when visibility is limited.

e Do not use the product in rain or snow. Any exposure to moisture (water or snow) may cause
erratic operation or loss of control.

e Interference may cause loss of control .To ensure the safety of you and others, do not operate
in the following places:

d N

Near any site where Near people On any pond/lake Near power lines
other radio control or roads when passenger or communication

2 broadcastong anten-
activity may occur boats are present
L e J . J \ A J \ nas J

* Do not use this product when you are tired, uncomfortable, or under the influence of alcohol
or drugs. Doing so may cause serious injury to yourself or others.

* The 2. 4GHZ radio band is limited to line of sight. Always keep your model in sight as a large
object can block the RF signal and lead to loss of control.

e Never grip the transmitter antenna during operation, It significantly degrades signal quality
and strength and may cause loss of control.

* Do not touch any part of the model that may generate heat during operation, or immediately
after use. The engine, motor, electric modulation or regulated power supply, may be very hot
and can cause serious burns.

* Misuse of this product may lead to serious injury or death. To ensure the safely of you and your
equipment, read this manual and follow the instructions.

¢ Make sure the product is properly installed in your model. Failure to do so may result in serious

¢ Make sure to disconnect the receiver battery and unplug the battery plug before turning off the
transmitter. Failure to do so may lead to unintended operation and cause an accident.

¢ Ensure that all motors operate in the correct direction. If not, adjust the direction first.

* Make sure the model stays within the transmitters range. Otherwise, it would cause loss of
control.

* Only use specified battery.

* Do not open, disassemble, or attempt to repair the battery.

* Do not crush/puncture the battery, or short the external contacts.

* Do not expose to excessive heat or liquids.

¢ Do not drop the battery or expose to strong shocks or vibrations.

* Remove the battery if it is not used for a long time. Put it in a cool and dry place.
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